
φ
（mm）

H1
(mm)

H2
(mm)

D
(mm)

840-890 65-70 13 2700-6500K 82 Class 2 360° 12
110.5
103

88 42
GX24d-1
GX24q-1

-20~60° No 14000-16000

1120-1200 65-70 18 2700-6500K 82 Class 2 360° 12
119.5
112

97 42
GX24d-2
GX24q-2

-20~60° No 14000-16000

1680-1750 65-70 26 2700-6500K 82 Class 2 360° 12
134.5
127

112 42
GX24d-3
GX24q-3

-20~60° No 14000-16000

2200-2400 65-70 32 2700-6500K 82 Class 2 360° 12 140 125 42 GX24q-3 -20~60° No 14000-16000

2900-3100 65-70 42 2700-6500K 82 Class 2 360° 12 166 151 42 GX24q-4 -20~60° No 14000-16000

1100-1250 65-70 18 2700-6500K 82 Class 2 360° 17 222 228 38 2G11 -20~60° No 14000-16000

1700-1800 70-75 24 2700-6500K 82 Class 2 360° 17 317 323 38 2G11 -20~60° No 14000-16000

2600-2700 80-85 36 2700-6500K 82 Class 2 360° 17 412 418 38 2G11 -20~60° No 14000-16000

3200-3500 80-85 40 2700-6500K 82 Class 2 360° 17 532 538 38 2G11 -20~60° No 14000-16000

4000-4200 70-75 55 2700-6500K 82 Class 2 360° 17 532 538 38 2G11 -20~60° No 14000-16000

860-890 65-70 13 2700-6500K 82 Class 2 360° 12
138
131

116 26.5
G24d-1
G24q-1

-20~60° No 14000-16000

1120-1200 65-70 18 2700-6500K 82 Class 2 360° 12
150
143

150 26.5
G24d-1
G24q-1

-20~60° No 14000-16000

1680-1780 65-70 26 2700-6500K 82 Class 2 360° 12
170

182.5
170 26.5

G24d-1
G24q-1

-20~60° No 14000-16000

PLD tubes 
flourecent

PBT + Tri-
phosphor Powder

PBT + Tri-
phosphor Powder

PLT tubes 
flourecent

PLL tubes 
flourecent

PBT + Tri-
phosphor Powder

Pictures lm/W:Lumen:Material: Type

                                       PLT & PLD                                                                                         PLL  

Life length: Dimming?:
Working 

temperature:
Fitting:

Measurement:Light 
angle

:

Energy 
class:

RA:CCT:Watt:


